
DOUBLE RETRACT ROOF 
SHOWN WITH MID BEAM

FOR MID BEAM DETAIL 

REFER TO PAGE 3.32-35 
IN THIS RETRACT ROOF 
SECTION

Blades close onto flashings, 
no mid gutter required.

Example shows 300x50 
aluminium frame – discuss 
job-specific frame details 
with Louvretec. Weather 
induced frame contraction 
and expansion can occur 
over large spanning 
measurements.

Max length: 64 blades, 
13734mm

BLADES ARE END 
STACKED AND CAN BE 
EITHER EVEN OR UNEVEN 
NUMBER IN EITHER ROOF.

EXAMPLE:  
40 BLADE, 4 SIDED 
DOUBLE RETRACT 
WITH MID BEAM, 
SITTING WITHIN 
300X50ALUMINIUM 
BOX SECTION FRAME.

FOR RETRACT BLADE 
CALCULATIONS 
SHEETS 

REFER TO PAGE 3.35 
IN THIS RETRACT 
ROOF SECTION 
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CONTACT LOUVRETEC FOR NON MID-BEAM OPTION

TYPICAL DETAIL : 4 SIDED DOUBLE RETRACT WITH MID BEAM WITHIN 300X50 ALUMINIUM STRUCTURAL FRAME
BLADES STACK EVENLY OR UNEVENLY TO EACH END
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TYPICAL DETAIL : 4 SIDED DOUBLE RETRACT ROOF  
SHOWING MID BEAM DETAIL
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RETRACT 3.33

CONTACT LOUVRETEC FOR NON MID-BEAM OPTION
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BLADE AND FRAME CLEARANCES: 4 SIDED DOUBLE RETRACT ROOF WITH MID BEAM  
                                                                             AND 300X50 ALUMINIUM STRUCTURAL FRAME
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BLADE CALCULATIONS : 4 SIDED DOUBLE RETRACT ROOF 
 WITH MID BEAM, WITH AND WITHOUT STRUCTURAL FRAME 
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RETRACT 3.35
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