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STRUCTURAL FRAMES  POSTS | CONNECTIONS TECHNICAL DETAILS

ALUMINIUM BOX SECTION BEAMS AND POSTS. BEAM AND POST SIZES DETERMINED BY SPANS & 
WIND ZONES.

TYPICAL DETAIL FRAME OPTIONS

TYPICAL DETAIL  
CONTINUOUS SPAN - LENGTH EXTENDED

TYPICAL DETAIL  
CONTINUOUS SPAN - WIDTH EXTENDED

LENGTH OF FRAME IS EXTENDED WITH  
ADDITIONAL MID-POST.  
ALLOWS FOR A LONGER OPENING ROOF.

WIDTH OF FRAME IS EXTENDED WITH  
ADDITIONAL MID-POST.  
ALLOWS FOR TWO OPENING ROOFS.

TYPICAL DETAIL SIMPLY SUPPORTED STRUCTURAL FRAME
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TYPICAL DETAIL FRAME OPTIONS

FRAME DESIGNED TO STEP AROUND THE 
BUILDING OR FIREPLACE. 
MOTOR MUST BE LOCATED ON LONG SIDE.

THERE ARE A NUMBER OF CANTILEVER  
CONFIGURATIONS AVAILABLE.  
CONTACT LOUVRETEC FOR ENGINEERING ADVICE.
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CANTILEVER  CONFIGURATIONS

CONTACT LOUVRETEC RE  
LOUVRES RUNNING PARALLEL TO 

CANTILEVER.

TYPICAL DETAIL STEPPED FRAME TYPICAL DETAIL RAKING FRAME

TYPICAL DETAIL CANTILEVERED STRUCTURAL FRAME

FRAME CAN FOLLOW THE SHAPE OF THE DECK.  
MOTOR MUST BE LOCATED ON LONG SIDE.
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